When Plastimo
invented the
double reading
compass, it was
a major innovation
which allowed the
yachtsman to follow
his course from the
cockpit and the cabin.
The Contest 101 goes a step
further : its exclusive mounting
possibilities on any

bulkhead -whatever the thickness-
and its aesthetics allow the Contest 101
to adapt perfectly to today's yachts, both
in terms of engineering fechnique and glamorous design.
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CONTEST 101
Boat size Sailboats 9 m and above (30 ft +).
Double reading ~ From cockpit and cabin. E E
Double graduation : horizontal and vertical. g S
Compass card Conical card, graduated every 5°, apparent
@100 mm. Heading numerals every 30°.

Comes as standard in a bulkhead version (vertical

Mounting or 10-25° inclined bulkhead). Can be mast-mounted
with the addition of optional mast-mounting kit.

Lubber lines 3 lubber lines, at 45°.

Heelmeter Graduated every 10°.

Compensation  Optional.

Lighting 12-24V LED

Supplied with Protection cover, drilling template.
Warranty Homologation ISO 25862 compliant
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Universal balance -
around the world
with one compass.

Bulkhead- Bulkhead-
CONTEST 101 mount mount inclined
vertical 10-25°
¢ BLACK COMPASS
red card 64416 64418
black card 64421 64422
¢ WHITE COMPASS
red card 64417 64419
white card 64423 64424

Every compass card is balanced manually to ensure its perfect
horizonfality. This is an exiremely delicate operation, requiring

patient and scrupulous craftsmanship which only years of
experience can bring.

~—— Options & accessories ———

Spare

protection cover :
25332

Just in case it would
fall overboard. .. as itis
originally supplied as
standard.

Mast mounting kit : COmgensarion :
39201 17673

You have replaced your electronics, modified your cockpit
and your compass doesn't quite "match" any fonger. ..

Just by replacing the colour bezel of your initial Contest 101,
you can change ifs look in seconds.

Bezel for Contest 101
Biack : 26891 White : 26892 Biue : 26893

The model for inclined h’;‘]’ggr
bulkhead is designed
for a bulkhead filted EUEE
by 10 to 25° from vertical. Standard A i
The card remains fully compass inclined bulkhead

efficient, even with a very
high angle of pitch. 4
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INCONTESTABLE !

Contest 101 compass ~ Watertight

construction

Lighting

+ One-piece moulded flange
and front dome.
= VViton® diaphragm
with extreme expansion
and retraction capacity :
- compensates the fluctuations
in fluid volume caused
by the differences in
femperature and atmospheric
~ pressure, thus preventing the
formation of bubbles.

.

* Bulb is integrated
in the front flange, thus spreading
the illumination evenly over dome
and card and preventing
eye strain and fatigue at night.

« Easy access fo the light bulb,
from the front of the compass.

Materials

* All parts fully UV-ray treated.
« Scrafch resistant dome.

3 lubber lines “Double reading
For dependable i From both cockpit
and cabin.

readings even when
steering windward.

/

Anti-theft design Compensation
Thanks fo moulded-in Easy access fo compensation box,
sunken head screws, from the front of the compass.

« Exclusive installation design allows
the compass fo fit any bulkhead,
vertical or inclined up to 25° front filt,
- either by screwing from the

cockpit side,
- or by screwing from the cabin side,
as an anfi-theft security.

» Fits any bulkhead thickness :
- Bulkhead of standard thickness
(up fo 40 mm) :the compass is

secured with threaded rods. 5 ,
_Thick or double bulkhead : Simply swap them without any new hole,

_ the compass is secured with screws  and without any fooling. ,
5 _- on both sides of the bulkhead. The Contest 101 has the same mounting
' A footprint as the Contest 100 .

Assembly is fotally
watertight installation from cabin side.

« Supplied with back flange for neat




