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X-10-M

X-10B-M

X-10W-M

X-10-A

RitchieSport® Compasses

X-21BB X-21BU

X-21WW

Adjustable Reversible Bracket Mount 
The fully adjustable and reversible Bracket allows a mounting range 

of over 300° from overhead, through angled and vertical mounts 

to horizontal surfaces. These mounting position options and your 

choice of mounting hardware permit mounting on everything from 

windshield or supporting frame structures, to slanted dashboards 

and consoles, to almost any fl at, angled or vertical surface.

1 15/16"

49mm

2 7/8"

73mm

3 3/16"

82mm

2 3/16"

55mm

RitchieSport® X-10, 2” Dial
Dial Size/Design  2" (51mm)/Direct-Read Dial

Night Lighting  12V Green

Compensators  Built-in

Warranty   5-Year

Approx. Shipping Wt.     5 oz. (142g)

2 3/4"

69mm

2 7/16"

56mm

3 11/16"

93mm

2 1/16"

56mm

4/16"

6.8mm

RitchieSport® X-21, 2” Dial

Dial Size/Design  2" (51mm)/Direct-Read Dial 

Night Lighting  12V Green

Compensators None 

Viewing   Adjustable to 30° 

Mounting Hole 2 1/16" (56mm) Std. 2” guage hole 

Warranty   5-Year 

Approx. Shipping Wt.  5 oz. (142g) 
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